XC48

pro audio tools

Features

Wide frequency response
Low visibility and Ultra light weight
Condenser capsule - very low feedback

Applications

Stages, conference, church
Vocals, actors, speakers

Type:

Polar Pattern: Omni directional
Sensitivity: -45 dBV/Pa
EFrequency Range: 20 - 20,000 Hz

Power Requirement: Phantom Power from 9 to 52 V

Connector: 3-Pin mini Male XLR
Size: 3.5 mm
Net Weight: 1 g without cable & connector

Accessory Supplied: Windscreen

Professional Earset Microphone

The XC48 is ideally suited for vocals and speech
application which requires much freedom of movements,
particularly in sports and dance. Wearability standard on
left side, without glasses or hair problems. External
Windscreen reducing noises, long connector cable,
complete pink skin color. Suitable for XRUHF55 wireless
system or P48APhantom Mic Preamplifer.

L'XC48 é il microfono ideale per cantanti, attori e speaker
che necessitano di grande liberta di movimento. Design
leggero e adattabile ad ogni volto, indossabile anche con
occhiali 0 acconciature particolari. Un antivento esterno
offre un'ulteriore protezione dal vento e da eventuali altri
disturbi ambientali. Completamente in color carne, per una
minore visibilita, dotato di comodo cavo di connessione
utilizzabile con il radiomicrofono XRUHF55 o con i
preamplificatore phantom P48A.
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New materials and design are introduced into existing products without previous notice.
Present systems may differ in some respects from those presented in this brochure.
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